Creating a Windows IP Printer

Software: Windows XP Platform: PC

Overview

This guide will allow you to expertly add a network printer using Windows XP.

Process

1. Click the Start menu, select “Printers and Faxes”

2. Click Add a printer.
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3. Choose “Next”

4. Select the first radio button “Local printer attached to this computer.” Deselect “Automatically detect and install
my Plug and Play printer.” Click “Next”.

Add Printer Wizard

Local or Hetwork Frinter
The wizard needs to know which type of printer to zet up.

Select the option that describes the printer pou want to use:

(5):Local printer attached to this computer

[ &ctamatically detect and install my Plug and Play printer

() & network prinker, or a printer attached to another computer

., To zet up a netwark printer that iz nat attached to a print server,
\1) uze the "Local printer” option,
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5. Select the lower radio button, “Create a new port: Type of Port:”. Select the pull-down menu and choose
“Standard TCP/IP Port”.

Add Printer Wizard

Select a Printer Port
Computers communicate with printers through ports.

Select the port you want wour printer to uze. [F the port iz not listed, you can create a
news poit,

) Use the following port;

(%) Create a new park;
Type of port;

Standard TCP/IP Port v |
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6. You will be greeted with a new window. Click “Next".

7. Enter the IP address of the printer into the Printer Name or IP Address field. The Port Name field should
complete itself. You may also enter a more descriptive name into the Port Name field, such as IT Dungeon, if you
like. This should not be necessary. Click “Next”.
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Add Standard TCPSIP Printer Port Wizard

Add Port
For which device do you want to add a part?

Enter the Printer Mame or [P addresz, and a port name for the desired device.

Printer Mame or IP Address: |149-1?5.21.1D ‘

Bort Name: ||P_1 43.175.21.10 ‘
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8. Click Finish on the next screen. Your computer will think for a moment.
9. Choose the appropriate driver. First, select the manufacturer on the left and then the printer model on the right.

Click “Next".
Add Printer Wizard

Install Printer Software
The manufacturer and model determine which printer software o use.

digk, click Have Digk. If pour printer iz not listed, consult vour printer documentation for

"__: Select the manufacturer and model of your printer. [F wour prinker came with an inztallation
compatible prnter zoftware.
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[fgr Thiz driver iz digitally zigned. [ Windows Update ] [ Hawve Digk... ]

Tell me why diver signing is important
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If you do not see the printer driver you need, download it from the manufacturer’s website. If you have a choice

of drivers from the manufacturer, choose the PCL 5e driver, otherwise choose the PostScript driver. Follow the
manufacturer’s instruction for installation of the print driver. Once that is finished, click “Have Disk...” and navigate
to the location of the print driver.

10. If prompted, choose “Keep Existing Driver”. Click “Next”.

Add Printer Wizard

Usze Existing Dnver
A, driver is already installed for this printer. ¥ou can use of replace the existing
driveer.

HF Lazer)et 4350 PCL Se

Do you want ko keep the exizting driver ar uze the new one?

(=) keep existing driver [recommended?

) Beplace existing driver
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11. Enter a name for your printer. This may be suited to your tastes. If you would like this printer to be your default
printer, select “Yes”, otherwise select “No”. Click “Next”.

Add Printer Wizard

Mame Your Printer
Y'ou muzt azsign a name to this printer,

Type a name for thiz printer. Because some programs do nat suppart prinker and server
hame combinations of more than 31 characters, it iz best to keep the name az short as
pozzible.

Frinter name:
‘IT Dungeon 4350

Do you want ta use thiz printer az the default prinker?
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12. You do not want to share your printer. Click “Next”.

Add Printer Wizard

Printer Sharing
YWou can share this printer with other network, users.

If wou want to ghare this printer, you must provide a share name. v'ou can use the
suggested name or type a new one. The share name will be wisible to ather network
LIZETS,

(#)iDa nat share this prinkes
) Share name:
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13. It's up to you if you want to print a test page. Since you followed these directions, you probably do not need a
test page. Either way, click “Next”.

Add Printer Wizard

Printer Sharing
You can share this printer with other network, users.

If wou want to share this printer, you must provide a share hame. vou can use the
zuggested name or type a new one. The share name will be visible to ather network
LIZers.

(%30 not share this prinkes
) Share name:
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14. Click “Finish”. Your computer will think for a moment.

Congratulations, you have created a Windows IP Printer.



